
 6-STAGE  
PROGRAMMABLE 
PRECISION FASTENING

 •  Spindle Direction by Time  
or Rotation

 •  Speed Management by  
Time or Rotation

 • Finishing Strategy

ALSO FEATURES PREVENTATIVE 
MAINTENANCE SCHEDULING

SMALLER. LIGHTER. 
SMARTER.

ONLY 2.4 LBS. 
 WITH BATTERY

ONLY 6-3/8” 
 IN LENGTH

 ADVANCED 
ERGONOMICS

DFT045FMZ
14.4V Lithium-Ion Cordless 
1/4” Hex Screwdriver

LEARN MORE: Call 800-867-8265 (ext. 3121) for product info, trial tools and pricing.

makitaassemblytools.com



REAL WORLD ACCURACY WITHIN 4% OF MEAN TORQUE,  
AS CERTIFIED BY MAJOR AEROSPACE & AUTOMOTIVE MANUFACTURERS

TORQUE ACCURACY
Provides Cm > 1.67 (within  
+/- 10% tolerance range)

BL1415NA BL1430B

DC18RC
18V LXT®  
Lithium-Ion  
Rapid Optimum 
Charger

LARGE PASS/FAIL LAMP 
Indicates Pass (green) or Fail (red) 
and audibly alerts operator of failed 
fastenings

RPM PROGRAMMABLE
via USB, for multi-stage rundowns

BUILT-IN L.E.D. LIGHT 
illuminates work surface for better 
visibility in low light environments
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DFT023FMZ
14.4V Lithium-Ion Cordless 
1/4” Hex Screwdriver,  
Tool Only

No load speed (RPM) 
400-1,300/min

Torque Range 
0.5Nm-2.0Nm (4-18 in. lbs.)

Weight 
2.4 lbs with battery

DFT045FMZ
14.4V Lithium-Ion Cordless 
1/4” Hex Screwdriver,  
Tool Only

No load speed (RPM): 
150-900/min

Torque Range: 
1.0Nm-4.0Nm (9-35 in. lbs.)

Weight: 
2.4 lbs with battery

DFT085FMZ
14.4V Lithium-Ion Cordless 
1/4” Hex Screwdriver,  
Tool Only

No load speed (RPM): 
150-900/min

Torque Range: 
3.0Nm-8.0Nm (27-71 in. lbs.)

Weight: 
2.8 lbs with battery
Available with Makita Low  
Reaction Technology

DFT127FMZ
14.4V Lithium-Ion Cordless  
1/4” Hex Screwdriver,  
Tool Only

No load speed (RPM): 
100-600/min

Torque Range: 
5.0Nm-12.0Nm (44-106 in. lbs.)

Weight: 
2.8 lbs with battery
Available with Makita Low  
Reaction Technology

COMPATIBLE WITH 
THESE BATTERIES:

LEARN MORE: Call 800-867-8265 (ext. 3121) for product info, trial tools and pricing.
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